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1 The number ‘‘38’’ is given as an example 
only. The establishment number of the offi-
cial establishment where the product is pre-
pared shall be used in lieu thereof.

identification of adulterated products 
and insanitary equipment and facilities. 

312.7 [Reserved] 
312.8 Official export inspection marks, de-

vices, and certificates. 
312.9 Official detention marks and devices. 
312.10 Official mark for maintaining the 

identity and integrity of samples.

AUTHORITY: 21 U.S.C. 601–695; 7 CFR 2.17, 
2.55.

SOURCE: 35 FR 15573, Oct. 3, 1970, unless 
otherwise noted.

§ 312.1 General. 

The marks, devices, and certificates 
prescribed or referenced in this part 
shall be official marks, devices, and 
certificates for purposes of the Act, and 
shall be used in accordance with the 
provisions of this part and the regula-
tions cited therein.

§ 312.2 Official marks and devices to 
identify inspected and passed prod-
ucts of cattle, sheep, swine, or 
goats. 

(a) The official inspection legend re-
quired by part 316 of this subchapter to 
be applied to inspected and passed car-
casses and parts of carcasses of cattle, 
sheep, swine and goats, meat food prod-
ucts in animal casings, and other prod-
ucts as approved by the Administrator, 
shall be in the appropriate form as 
hereinafter specified: 1

For application to sheep carcasses, 
the loins and ribs of pork, beef tails, 
and the smaller varieties of sausage 
and meat food products in animal cas-
ings.

For application to calf and goat car-
casses and on the larger varieties of 
sausage and meat food products in ani-
mal casings.

For application to beef and hog car-
casses primal parts and cuts therefrom, 
beef livers, beef tongues, beef hearts, 
and smoked meats not in casings.
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